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Sutton 460mm Tip Up Seat Installation Guide 

 
The responsibility for the correct and safe functioning of these seats rests 

with the installer.  

These instructions MUST be followed in order for the seat to function 

correctly and safely. Should the seat centres not be fitted to 460mm, the 

supplier/manufacturer cannot accept responsibility for failure of the seat in 

any way.  

The seat must be fixed to a stable, sound and secure floor/riser with 

appropriate fixings (not supplied) to then be useable as a seat. The installer 

must determine the most appropriate fixings after observing the conditions 

and situation of the area where the seats are to be installed.  

 

The following is a guide to safe installation:  

1) Attach the plastic seat to the seat ring with the 4 screws provided. (This can be done 

after installation but is easiest if done before).  

2) Fix an end column (left/right as appropriate) where it is required firmly to the 

floor/riser/wall with appropriate fixings (not supplied). For floor fixings there are 5 fixing 

holes available to use on a fixing plate, we recommend using a minimum of 2 bolts per 

column, one at least on each side of the column.  

3) The next column must be fixed upright and parallel at 460mm centres, measured from 

the outside of one pivot plate to inside of the next.  

4) Loosely fix the second column to the floor/riser/wall with appropriate fixings so that is 

able to lean slightly.  

5) Place on nylon spacer washer on the front pin of both columns then fit the seating. The 

fixings can now be tightened so that the columns are fixed in place checking that the 

distance set in instruction 3 is maintained. There should be sideways movement to allow 

the seat to rotate, without the ring being able to be removed.  

 

If at this stage the seat ring can be manoeuvred off the pins, with both columns firmly 

fixed, the installation is incorrect and needs to be redone.  

 

6) Repeat stages 3 to 5 as necessary until the row is complete.  

7) Finally, after the columns are fixed, attach the back plastic to the back brackets, the back 

may require flexing inwards to fit. This is normal. 
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